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Owner's Manual

Instructions for Assembly, Testing, Operation, Servicing, & Storage
Log Splitter: Outdoor hydraulic machine that splits wood logs.

A\ WARNING

READ and UNDERSTAND this manual completely before using log splitter.
All operators of this equipment must read and completely understand all safety information, operating instructions,
maintenance and storage instructions. Failure to properly operate and maintain the log splitter could result in $grig
to the operator or bystanders from moving parts that can crush or cut, flying objects, burns, fire or explosion, edtay
pressure hydraulic fluid, or carbon monoxide poisoning. In particular, be aware of the following hazards:
Crush and Cut Hazards
Moving parts can crush and cut hands and fingers. Keep hands clear of endplate, wedge, and logs while splitti
High Presste Hydraulic Fluid Hazards
High fluid pressures and temperatures are developed in hydraulic log splitters. Hydraulic fluid escaping through
pin-size hole opening can puncture skin and cause severe blood poisoning. Inspect hydraulic systgniaegularl
possible leaks. Never check for leaks with your hand while the system is pressurized. Seek medical attention
immediately if injured by escaping fluid.
Fire Hazards
91 If your log splitter is intended for use near any ignitable forest, brush, or g@agsed land, the engine exhaust
should be equipped with a spark arrestor. See the "Specifications" section of this manual to determine if yo
already has a spark arrestor. If not equipped, call NorthStar Product Support for ordering iofiormati
1 Keep a fire extinguisher with you that is rated for ordinary combustibles and flammable liquids.

STOP!

ADD OIL TO ENGINE BEFORE USING: The engine is shippadgithoutoil. DO NOT start log splitter without first
adding oil. See instructions on§.

VERIFY HYDRAULIC OIL LEVEL: Hydraulic reservoir is shipped with oil. Verify oil level is filled to 'F' on hydrau
tank gauge before using. See instructions on pg. 8.

Any Questions, Comments, Problems or Parts Orders
Call NorthStar Product Suppori-800-270-0810




Hazard Signal Word Definitions

This is the safety alert symbol. It is used to
alert you to potential personal injury hazards.
Obey all safety messages that follow this

symbol to avoid possible injury or death.

DANGER (red) indicates an imminently

A DAN G E R hazardous situation which, if not avoided, will

result in death or serious injury.

WARNING (orange) indicates a potentially

AWARN I N G hazardous situation which, if not avoided,

could result in death or serious injury.

CAUTION (yellow) indicates a potentially

A CAU TI 0 N hazardous situation which, if not avoided,

may result in minor or moderate injury.

CAUTION (yellow) used without the safety

CAUTI 0 N alert symbol indicates a potentially
hazardous situation which, if not avoided,

may result in property damage. fig01453
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About Your L og Splitter

Thank you for purchasing your NorthStar log splitter!

About Your Log Splitter :

This log splitter isa machine designed to split wood logs using a hydraulically powered moving ram which pushes the
log against a splitting wedge. The log splitter's gasoline engine is used to pressurize the hydraulic system.

This log splitter is designed to split logp t030" long and 24" in diametelengthwise with the grain onlyThe
splitter features 1) a power log lift that assists in loading logs onto the beam for splitting, and 2) a splitting wedge that
can be adjusted to split logs into either halves, or for tdoggs, quarters.

The technical specifications for your log splitter are provided on p. 27 of this manual.

A\ WARNING

This log splitter uses a highressure hydraulic system to generate a very strong splitting ¢
Read the manual completelbefore usg the machine to understand how to safely operat
and maintain it.

Follow all safety precautions presented throughout this manual. A summary of important safety information can be
found at the end of the manual

Contact NorthStar Product Support at 1-800-270-0810 for any questions about the appropriate use of
this log splitter and/or optional accessories.

Warranty Reqistration :
Please fill out and submit the warranty registration so that we have your contact information for any future product
literature or replacement parts you may need.

Attention: All Rental Companies and Private Owners who loan this
equipment to otherd

All persons to whom you rent/loan the log splitter must have access to and read this nkasymthis owner's

manual with thesplitter at all times and advise all persons who will operate the machine to read it. You must also
provide personal instruction on how to safely operate the splitter and remain available to answer any questions a
renter/borrower might have.



Safety Label Locations

Reference # | Part Number Description
1 777335 Warning Decal
2 777890 Fire Hazard Warning Decal
3 777335 Kill switch/ Wedge Control Decal
4 777891 Hydraulic Fluid Warning Decal
5 777892 Moving/Towing Decal
6 305546 Hot Muffler Decal
7 777335 Lift and Split Control Decal
8 777888 Stuck Log Warning Decal
9 777887 Splitter Operating Instruction Decal
10 39259 CO Warning Decal
11 777335 Pinch Point Warning Decal
12 777898 Log Lift Crush Hazard Decal

Always make sure safety labels are in place and in good conditidha safety label is missing or not
legible, order new labels or unsafe operation could reBulbrder replacementsafety labels call
NorthStar Product Support &#800-270-0810.See table for title and part number.




Safety Label Locations




